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Product Characteristics
• Slim track design with easy to slide-in lighting options
• Avior A, A Plus is available with beam angle 15°, 24°, 36°, or 42°
• CRI 95
• Excellent passive heat dispatching design
• Adhesive tape for mounting included
• Spring clips for recessed mounting included
• Surface mounting clips optional

Avior is the ultimate mini track system designed to enhance luxury 
displays, glass showcases, and museums. Create the perfect lighting 
atmosphere for your product by selecting the ideal lighting module 
– whether it be spot or linear. Avior is compatible with recessed, 
surface mounted, or freestanding installations.

AVIOR

Suitable Applications
• Showcase displays
• Luxury retail
• Museum
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Avior A

Item Code Angle Wattage Lumen Kelvin Finish

1226030* 15°, 24°, 36°, 42° 1.5W 95lm 3000K Black

1226035* 15°, 24°, 36°, 42° 1.5W 95lm 3500K Black

1226040* 15°, 24°, 36°, 42° 1.5W 95lm 4000K Black

NEW Avior A Plus

Item Code Angle Wattage Lumen Kelvin Finish

538300019 15°, 24°, 36°, 42° 4.2W 290lm 3000K Black

538300020 15°, 24°, 36°, 42° 4.2W 290lm 3500K Black

538300021 15°, 24°, 36°, 42° 4.2W 290lm 4000K Black

Avior D

Item Code Angle Wattage Lumen Kelvin Finish

1226130 120° 2.6W 110lm 3000K Black

1226135 120° 2.6W 110lm 3500K Black

1226140 120° 2.6W 110lm 4000K Black

Avior Track

Item Code L (mm) L (ft.) H (mm) H (ft.) Finish

1226000* max. 
1500mm 4.9ft. 16.5mm 0.05ft. Black

Avior Track Accessories

Item Code Details Length Finish

1226001 A - Fixing bracket Black

1226002 B - Track cover 62.5mm (2.5") Black

1226003 C - Linear extension 72mm (2.8") Black

1226005 D - Corner extension 49mm (1.9") Black

1226006 E - Flexible corner extension 56mm (2.2") Black
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*Add -15, 24, 36, or 42 to item code for desired beam angle. 

*Custom length will be added to production order as requested. 
NOTE: End cap and input connection cable included with track.
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*Add -15, 24, 36, or 42 to item code for desired beam angle. 
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**Lead time 4 weeks + shipping for this product. Please contact your sales representative for details.


